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Options normal and safety options

AIR SUSPENSION

4

SUPPORT LEG

5

STABILIZATION BAR

6

CONTROL BOX REMOTE CONTROL LEAF SPRING 
SUSPENSION

2

FRONT TIPPING

7

POWER PACK

8

SEMI-AUTOMATIC
TWISTLOCKS

9

POWER SUPPLY

10

CONTRA-WEIGHT

11

BULK BIN 45 CBM

12

Ask for the Buiscar standard confi gurations and customize with value adding options. Buiscar 
off ers custom engineered solutions in case of requirements due to specifi c operating conditions like 
required tonnage, platform dimensions, container positioning and many others.
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Tipping trailers types and performances

LDK35-20FT HDK30-20FT HDK40-20FT LDK25-20FT HDK35-40FT LDK45-45CBM

unloading

35T

25 km/h

20ft

1615 mm

fixed

no

single axle

yes

no

45 degrees

rear

single

180 bars

400V

no

control box trailer

unloading or loading

30T

40 km/h

20ft plus platform

1450 mm

semi-automatic

yes

tandem

yes

leaf springs

max 60 degrees

rear

single

180 bars

400V

no

control box trailer and truck

unloading

40T

25 km/h

20ft

1260 mm (low build)

fixed

yes

tandem

yes

air suspension

50 degrees

rear

single

180 bars

400V

no

truck

unloading or loading

25T

25 km/h

20ft plus platform

1400 mm

fixed

yes

single axle

yes

no

45-60 degrees

rear

single

180 bars

400V

support legs

control box trailer

unloading

35T

25 km/h

40ft

1990 mm

retractable twistlocks

no

tandem

yes

no

45 degrees

rear

double

180 bars

400V

rear stabilizer bar

control box trailer

unloading

45T

20 km/h

bulk bin

1520 mm

-

no

single axle

yes

no

47 degrees

rear

double

180 bars

no

no

truck

FUNCTION Skeletal trailer with a tipping frame.

TONNAGE Load capacity of the trailer up to 45T.

SPEED Speed may be up to 40 km/hr.

PLATFORM SIZE The trailer carries and tips a 20ft or 40ft container or a bulk bin.

PLATFORM HEIGHT Depends on dock level and height restrictions.

TWIST LOCKS The frame is equipped with twistlocks to secure the container.

GOOSENECK The trailer height may be lowered due to a gooseneck.

RUNNING GEAR The running gear is a single axle or heavy duty tandem 
configuration.

BRAKES A 2-circuit air braking system ensures a safe operation.

SUSPENSION If required, leaf spring or air suspension may improve the 
performance of the running gear.

TIPPING ANGLE Tipping up to 60 degrees.

TIPPING DIRECTION Tipping from the rear of the trailer. Forward tipping optional.

TIPPING CYLINDER Heavy duty tipping cylinders operated from hydraulic unit of 
the terminal tractor or a self-supporting electro-hydraulic power 
supply.

HYDRAULICS Trailer or tractor is equipped with hydraulic function.

ELECTRIC SYSTEM Electric system for the supply of the hydraulic system.

STABILITY Stabilizers may be added to the tipping frame for efficient 
loading and/or unloading.

CONTROL BOX The trailer is equipped with an operating control box. The box 
may be installed on the skeletal frame or in the truck cabin.

Type General


